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Installation and 
maintenance guide

Contents:
Characteristics and machine Layout
Installation review
Programming mode
Function of the buttons on programming mode
Water input
Machine start up
Product Loading
Programming options
Changing settings for products and prices
Faults checking
Washing the water circuit
Draining the water circuit
Coin mech start and review
Recommended minimum cleaning

Tel. +34 948 75 12 12
Fax +34 948 75 04 20

Read the safety instructions at page 19 of this manual be-
fore starting working on the machine.
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6L] HV: +LJK x Wide x Deep
��[�P P � µ�[ �µ�[�µ

: HLJKW: 140 Kg. - 308 lb

( OHFWULFV:
3RZHU�VXSSO\ � 9$&�RU�9$&
9HULI\ � WKH�JURXQG�FRQQHFWLRQ�LV�SURSHU�
3RZHU�VXSSO\ � 9$&�RU�9$&3RZHU�VXSSO\ � 9$&�RU�9$&

EHIRUH�WXUQLQJ�RQ�WKH�P DFKLQH
9HULI\ � WKH�JURXQG�FRQQHFWLRQ�LV�SURSHU�9HULI\ � WKH�JURXQG�FRQQHFWLRQ�LV�SURSHU�

&RLQ�$FFHSWDQFH�
&RLQ�0 HFK�- � ZLWK�UHIXQG�WXEHV�

SURRI�VHFXULW\ � P HDVXUHV
&DSDFLW\

SURRI�VHFXULW\ � P HDVXUHVSURRI�VHFXULW\ � P HDVXUHV

3570 gr.. - 7.854 lb 3570 gr.. - 7.854 lb 
3RZGHUHG�0 LON 2450 gr.. - 5.39 lb2450 gr.. - 5.39 lb
&KRFRODWH 2000 gr.. - 4.4 lb 2000 gr.. - 4.4 lb 
6XJDU6XJDU 3400 gr.. - 7.48 lb 3400 gr.. - 7.48 lb 

720 gr. - 1.548 lb 720 gr. - 1.548 lb 
7HD�DQG�KHUEDO�
' ULQNV

1500 gr. - 2.2 lb

&XSV�DQG�6WLUUHUV 500
3UHVVXULVHG�ERLOHU 370 ml. - 0.6 pt370 ml. - 0.6 pt

Characteristics and layout of the machine:

1 EGLMRI�FEGO

� OHFWULFDO�SOXJ�RXWSXW
2.- Back component access screws
3.- Steam output
� DWHU�LQSXW

1

4
2

Options:
�LOO�UHDGHU
�DUG�UHDGHU
�HOHP HWU\ � P RGHP
� DWHU�VRIWHQHU

� DWHU�VHOI�IHHGLQJ�NLW�2 QH�RU�WZR�
�LWUH�WDQNV

7KH�P DFKLQH�VHWXS�LV�P DGH�WR�FRUUHFWO\ �
ZRUN�LQGRRUV�LQ�DQ�DP ELHQW�
WHP SHUDWXUH�EHWZHHQ�|&�WR�|&�
�) � \ � ?) �

)\XIVMSV�SJ�XLI�Q EGLMRI

� SWLRQDO�
2.- Graphic Display 
3.- &RLQV�HQWU\
� RRU�ORFN

2 SWLRQDO�&DUGV�. H\ V�UHDGHU�HQWU\
6.- 6HOHFWLRQ�DQG�UHIXQG�EXWWRQV
7.- Product collection output
8.- Refund output

1
2
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1.- Main Power switch
2.- Coffee beans canisters
3.- Instant products canisters
4.- Cups columns
5.- Coin mechanism compartment
6.- Coffee beans dose unit
7.- 

�XJDU�FDQLVWHU�$W�WKH�EDFN�

11.- Product collection tray
12.- Coin box
13.- Wastes bag position
14.- Spilled liquids deposit
15.- Optional water deposits space

-RXIVMSV�SJ�XLI�Q EGLMRI

15
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Installation steeps resume:
-RWXEPPEXMSR�WXIITW�SJ�XLI�Q EGLMRI

machine, carefully remove it from the 
pallet, due the machine weigh and 
height is recommended to perform 
this operation between two persons.

2.- Level the machine, using the front 
adjustable paws we will be able 
to leave the machine levelled and 

so it can not be moved pushing.

3.- Connect the machine to the water 
mains or install the self feeding kit.

4.- Fill cups and stirrers.

and check is levelled, plug the 
machine to the electric main.

6.- Place the wastes bag and make sure the 
wasted water deposit is on place, the 
wasted water pipe enters the deposit and 
the level float hang inside it.

7- Turn on the machine so the water 

8.- Fill the products canisters.

9.- Place the product labels on the 
buttons.

10.- Program the prices

11.- Insert change in the coin mechanism.

12.- If necessary change product labels 
and doses adjustments.

13.- Wash the water circuit before leaving 
the machine working.

*MPP�GYTW�MRWIVX�
XLIQ � JSV�XLI�XST�
TEVX�SJ�XLI�VSYPIXXI�
SR�EX�PIEWX�SRI�SJ�
XLI�GSPYQ RW�

6IQ SZI�XLI�WXMVVIVW�
[ IMKLX

-RWIVX�XLI�WXMVVIVW�
ERH�TPEGI�XLI�[ IMKLX�
SR�XST

*MPP�XLI�TVSHYGXW�
GERMWXIVW

6IQ SZI�XLI�Q EGLMRI�JVSQ � XLI�
TEPPIX�XS�HS�XLMW�]SY�RIIH�XS�
YRWGVI[ � XLI�LSPHMRK�TPEXI�SR�XLI�
FEGO�

'SRRIGX�XLI�
Q EGLMRI�XS�XLI�
[ EXIV�Q EMRW�SV�
MRWXEPP�XLI�[ EXIV�
WIPJ�JIIHMRK�OMX�

4PEGI�XLI�TVSHYGXW�
PEFIPW�

4PEGI�XLI�[ EWXIW�FEK

4VSKVEQ � TVMGIW�HSWIW�ERH�
RIGIWWEV]�EHNYWXQ IRXW�SR�
TVSKVEQ Q MRK�Q SHI
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Elements of the programming system:

1.- Programming button
Press this button to get into the 
programming mode.

2.- Display 
This element allows you to visualise 
the programming option that the 
machine is in and its status

3.- Front buttons, once on programming 
mode using these buttons we will 
move among the options and we will 
use them to edit the settings. 

Programming mode:

Detail of the 
programming 
button on the 
interior of the 
door

In the programming mode, the display 
will display the different options 

Button functions on programming mode:

 Scroll among the 
programming options.

 Enter the option, edit its 
value or enter its sub-menu. 

 Exit the menu or sub-
menu, cancel the editing of 
an option.

 /  Numeric inserting of 
data. 
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Perform this operation with the machine off.

At the back of the machine we will 
find the water entry connection, this 
FRQQHFWLRQ�KDV�D�P HDVXUH�RI�µ�JDV
female, so on the water main we will need 
the correct male of this same measure.

Water mains specifications:

- Make sure the water is drinkable

- Pressure: 0,05 - 1 Mpa, on case the 
pressure is lower it will be needed to 
install a support bomb, if the pressure is 
higher a pressure reducer will be needed.

- Minimal internal diameter of the water 
tube: 6 mm

- There are available filters for lime and 
odour, these filters improve the water 
quality and therefore the coffee, also 
increasing the machine working life as 
they avoid impurities on the water circuit.

Once the connection is properly made it 
will be necessary to open it so the water 
enters the machine.

Connecting the machine to the water mains:

Water inlet at the back of the machine.

8IGLRMGEP�HEXE�

; EXIV�MRPIX�SR�XLI�
Q EGLMRI�

� EW�
*IQ EPI

2 IGIWWEV]�
GSRRIGXMSR�SR�XLI�
[ EXIV�Q EMR

� EW�
1 EPI

; EXIV�TVIWWYVI�SR�
XLI�Q EMRW� 1 TE

Minimum internal 
diameter on the 
water main tube

6 mm
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If there is not an available water main, 
assembling the self feeding water tank
Perform this operation with the machine off..

To access the pump unit position unscrew 
the back cover plate, or access by the 
front removing all components till you 
have access to the water pump position.

Place the water pump unit, remove the 
entrance and back cover cups of the 
pump if necessary, place it the grooves.

Disconnect the electro-valve connectors 
and connect them on the free terminals of 
the water pump.

Remove the water tube from the machine 
electro-valve and connect it on the output 
of the water pump.

Place the water deposit on the machine 
base, pass the water tube from the base to 
the pump area and connect it to the pump 
water entry.

Fill the water deposit.

Space to pass the 
tube from the water 
deposit to the water 

pump.

Grooves to place 
the water pump 

unit.

Electrical connectors 
of the machine 

electro-valve, to be 
disconnected and 

connected on the pump 

Pump unit 
placed on the 

grooves and with 
the electrical 

terminals 
connected.

Connect the 
tube to the pump 

water output.

Place on the 
machine base the 

water deposits, 
carry the tube 
from the water 
deposit to the 
pump area.

Connect the tube 
on the pump 

input

Position to place 
the water pump 

unit

Further details of the self feeding kit are included 
on the very same kit

Remove the 
water output from 
the electro-valve 

Water 
inputinputinput

Water 
output
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Perform this operation with the machine 
off..
Insert the cups on the door roulette by the 
top.

Remove the weight from the stirrers 
column, place the stirrers and place back 
the weight on top of them.

The machine can be adapted to several 
cups and stirrers sizes, check with your 
Jofemar provider on case you have 
doubts about one indicating the length of 
the cup and its diameter just beneath the 
top ring.

Turn on the machine
So the water circuit start to get fill turn on 
the machine using the on/off switch, this 
way the water will start filling the boiler and 
will start heating the machine.

TSWMXMSR

&VIEO�XLI�PS[ IV�IRH�SJ�XLI�
GYTW�FEK�MRWIVX�XLEX�IRH�
SR�XST�SJ�XLI�GSPYQ R�ERH�
PIEZI�XLI�GYTW�XS�JEPP�MRXS�
XLI�GSPYQ R�

; MXLSYX�FVIEOMRK�XLI�
TVIGMRGX�TPEGI�XLI�WXMVVIVW
SRGI�SR�TPEGI�FVIEO�XLI�
TVIGMRGX�ERH�VIQ SZI�MX
TPEGI�XLI�[ IMKLX�SR�XST�SJ�
XLI�WXMVVIVW�

6IQ SZI�XLI�WXMVVIVW�
[ IMKLX

Fill cups and stirrers 

Check the position of the wasted liquids deposit
On the machine base we will verify the 
wasted  liquids deposit its on place and the 
pipe for wasted water enter the deposit.

We will also check the level detection float 
is inside the deposit and if we hold it in our 
hand the micro switch is activated.

Wasted liquids deposit, 
the wasted water pipe 
and the level detection 
float must be inside it.
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Fill product canisters
The canister are filled dropping the 
products by its top. Each canister is 
labelled with the correct product to 
dispense depending on how the machine 
has been set. 

Coffee beans canister has a moving led, 
we will need to release it so the beans 
can fall to the brewing unit.

Sugar canister is placed behind the cups/
stirrers unit

Place the waste bag
At the machine base we will find a funnel 
with a metal ring.

Moving it up we will be able to extract it 
from its position.

Pressing the ring sides we will be able to 
remove it from the funnel.

Once out we will place the wastes bag 
opening inside the ring

Then we will insert the funnel inside the 
opening of the wastes bag and the ring 
on its original position.

Place back the funnel on the machine 
now with the wastes bag hanging. 

*MPP�XLI�TVSHYGXW�
HVSTTMRK�XLIQ � F]�XLI�
XST�SJ�XLI�GERMWXIVW�
1 EOI�WYVI�XLI�TVSHYGX�
]SY�YWI�MW�ETTVSTVMEXI�
JSV�ZIRHMRK�Q EGLMRIW�

4SWMXMSR�SJ�XLI�
JYRRIP�[ IVI�[ I�
[ MPP�TPEGI�XLI�
[ EWXIW�FEK�

; MXL�XLI�FEK�
MRWMHI�XLI�
VMRK�TVIWW�
XLI�WMHIW
ERH�TPEGI�
XLI�JYRRIP�
FEGO

Place the products labels
Access the internal part of the buttons 
using the latch of its cover. 
Insert the labels by the top part of each 
button.
If there is any doubt we are placing the 
correct label press the button on vend 
mode and the machine will inform you of 
the product linked to it.

0EXGL�XS�
EGGIWW�XLI�
FEGO�WMHI�SJ�
XLI�FYXXSRW�
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Programming map:

(003) MONEY ACCOUNTING 
(004) SALES PER PRODUCT 

(015) TUBE RELOADING 

(050) MACHINE ID NUMBER 

(026) CUSTOM MENU add OPTION S 

(023) PASSWORDS THE OPTIONS 

 

(001) MONEY SALES PRICES 

(009) RETURN OPTION 
PROGRAMMING 

(021) MAXIMUM CHANGE

 

(210) OPTIONS OF MAINTENANCE

(212) CUPS SUGAR SPOON OPTIONS

(065) MANUAL TEST COFEE MACH

(209) COIN CHANGE OPTIONS

(043) CLOCK MODE 12/24 HOURS 

(008) NUMBER OF DECIMAL PLACES 

(042) LCD  Display contrast
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Language selection: (Spanish by default)
Scroll through the programming options until you 
UHDFK�RSWLRQ�́ 6( 77,1 * 6�0 ( 1 8µ�DQG�SUHVV�

6FUROO�WKURXJK�WKH�RSWLRQV�XQWLO�́/ $1 * 8 $* ( �
&2 1 ) ,* 8 5$7,2 1 µ�DQG�SUHVV�

Scroll the languages until reaching the 
correct one and press  to confirm.

7KH�QDP H�RI�WKH�SURGXFWV�ZRQ·W�EH�
changed, to change these names you 
will need to inject a doses file set on the 
correct language or edit the name of the 
product. (Machine Menu>Cups Sugar 
Spoon and product name)

Scroll through the programming options 
until you reach� SETTINGS MENUµ�and 
press 

Scroll through the options until� DATE AND 

TIME SETµ�and press 

Using buttons  we will change among 
changing the date or changing the hour.

Pressing  we will change to edit mode 
for date or hour.

With buttons  we will move among the 
digits .

With buttons   we will edit the selected 
digit.

Once the date or the hour is correct 
pressing  the data will be recorded.

Set the clock:

 

English
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Pricing the selections:
Scroll through the programming options 
XQWLO�³9( 1 ' ,1 * � 0 ( 1 8 ´�HQWHU�LW�DQG�VHOHFW
³3 5 ,&( 6�) 2 5 � 9( 1 ' � : ,7+ �0 2 1 ( <´�and 
press 

6FUROO�WKURXJK�WKH�RSWLRQV�XQWLO�³35 ,&( 6�
0 2 ' ,) ,&$7,2 1 ´�DQG�SUHVV�

At this point we will be asked to enter a 
price, well do that using the key pad as 
numeric, when we have the desired price 
press .

$W�WKLV�SRLQW�WKH�P DFKLQH�ZH¶OO�DVN�XV�WR�
³386+ �6( / ( &7,2 1 6´�ZH�ZLOO�SUHVV�DOO�
the buttons which needs to vend under 
the price entered before.

Once we have pressed all the buttons 
with the same price press  to record it.

At this moment the display will ask us to 
introduce a new price, we can follow the 
same process to establish a new price 
for certain selections or we can exit the 
option pressing 

Review and reset faults on the machine:
Whenever the machine door is opened 
if the machine has any type of error on 
a component it will be shown on display 
and the red led will blink.

At this moment we can proceed to erase 
it entering programming mode

PRICES REVIEW
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Washing the water circuit
Press the programming button on the 
machine door back.

Press the cups extraction button on cups 
roulette base.

On this moment the pump will start 
working and water will flow by all the 
machines electro-vales cleaning this way 
all the water circuit.

Its recommended to perform this 
operation at least 5 times the first time the 
machine is placed

4VSKVEQ Q MRK�
FYXXSR�XS�GEVV]�XLI�

XLMW�FYXXSR�

'YTW�INIGXMSR�FYXXSR
SRGI�XLI�TVSKVEQ Q MRK�
FYXXSR�MW�YWIH�TVIWW�XLMW�
FYXXSR�XS�WXEVX�XLI�[ EXIV�
GMVGYMX�[ EWLMRK

Draining the water circuit
The machine comes out of factory with 
its water circuit empty, if the machine is 
transported or stored is convenient to drain the 
water circuit to avoid water inside the machine 
getting frozen.

The water circuit will be drain in two 
points:

AirBreak, just releasing the metal clip from 
the tube which is on its base the water will 
go to the spilled liquids deposit.

Boiler, unscrew the lower join from the 
tube which comes from the boiler lower 
part. Its recommended to place some 
deposit for the water of the boiler. To 
finish the drain it will be necessary to 
enter into programming:

Scroll through the programming options until 
³0 $&+ ,1 ( � 0 ( 1 8 ´�and press 

6FUROO�WKURXJK�WKH�RSWLRQV�XQWLO�³0 $1 8 $/ �
7( 67�&2 ) ) ( ( � 0 $&+ ,1 ( ´�DQG�SUHVV�

A list of all machine elements will appear, 
RQ�WKH�ODVW�SODFH�LV�³: DWHU�ERLOHU�GUDLQ́�
press .

4SWWMXMSR�SJ�XLI�
Q IXEP�GPMT�XS�IQ TX]�
XLI�% MV&VIEO�

4SWMXMSR�SJ�XLI�NSMRX�
[ I�Q YWX�VIPIEWI�XS�
IQ TX]�XLI�FSMPIV�3 RGI�
VIPIEWIH�[ I�Q YWX�IRXIV�
TVSKVEQ Q MRK�XS�HVEMR�
XLI�FSMPIV�
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Change the product linked to a button:
Scroll through the programming options 
XQWLO�́0 $&+,1 ( � 0 ( 1 8 µ�HQWHU�LW�DQG�VHOHFW
%́8 772 1 6�&+$1 1 ( / � / ,1 . ,1 * µ�and 

press 

Scroll through the options until 
0́ 2 ' ,) ,&$7,2 1 � 2 ) � &2 1 ) ,* 8 5$7,2 1 µ�

and press 

At this point we will be asked to press 
a selection, we will press the button to 
which we want to assign a new product

The display will show the selection 
statistical number, the channels with 
that very same product and the name 
of the product, beneath this information 
the display will show the list of available 
products, using    we can select a new 
product to be link to that button, pressing 
 the product will be recorded.

After every product is linked we will be 
ask to press another selection to change 
its product linked.

To exit this option press again 

REVIEW CONFIGURATION

NEW CONFIGURATION

NEW PRODUCT

Product N0 is the statistical number of that 
product
P is the buttons linked to that selection
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Modify a product dosage
Scroll through the programming options 
XQWLO�\ RX�UHDFK�́ 0 $&+,1 ( � 0 ( 1 8 µ�DQG�
press 

Scroll through the options until 
6́ ( / ( &7,2 1 � ' 2 6( � $' - 8 670 ( 1 7µ�and 

press 

The list of available products will be shown on 
display, using  we can scroll among them, 
pressing  we will enter to modify the selected 
product dosage.

The first menu will give us opportunity to enter 
to modify the dosage of the different elements 
composing the product (the different instant 
powders or espresso coffee), test the product, 
exit without saving changes or exit saving the 
changes, using  we can move among the 
options and pressing  we select the option, to 
enter the product dosage select the element to 
be modified.

The doses changes menu will give us the 
following options to be modified:

- Adjust water dosage

- Adjust instant product dosage (this is 
not shown on espresso coffee)

With  we will select the element to 
modify and pressing  we will be able to 
enter it.

The modifying menu will sow us the 
number of programmed pulses for the 
water (pulses given by the volumetric 
counter) or the turns programmed for the 
product canister spring.

Using  we will be able to modify them, 
when we have set the desired data we 
press , this will return us to the previous 
screen, and test the product or go back 
to select another device.

When we have made all the changes 
VHOHFW�́( ; ,7�6$9,1 * � &+$1 * ( 6µ
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Load of the coin changer:
First load of the coin changer J-2000:

If the tubes of the coin changer are totally 
empty, do the first initial load:

Press once button 1 of the coin changer 
to get to option 25 and insert coins in this 
order(*)

Three coins for tube 2
Three coins for tube 3
Three coins for tube 4
Three coins for tube 1
Three coins for tube 5

Important notes: 

- Every time you introduce three coins 
for one tube, the slide will move: Wait 
until it stops and then proceed with the 
next tube.

- The coin changer will get out of 
programming mode after the last coin 
is inserted. If this happens without 
completing the first initial reload, go 
back to option 25 and finish the reload.

2 QFH�\ RX·YH�GRQH�WKH�ILUVW�ORDG�\ RX�P D\ �
reload the tubes in any order.

After reloads through the machine 
(recommended):

6FUROO�WR�RSWLRQ�́ �µ�RI�WKH�P DFKLQH�
SURJUDP P LQJ� 5́HORDG�RI�&KDQJH�7XEHVµ�
and insert coins in any order

Pressing buttons 1 to 5 will show you the 
value of the coin and how many coins 
there are in that tube. 

(*) The combination of change of the coin changer 
and order of the first load you may consulted in the 
manual of the coin changer J-2000.

Insert three coins in the 
correct order to each tube
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Checking and resetting faults on the coin mechanism

Functioning of the coin changer 
programming:

Button 1:
To go into programming mode and 
scroll through the options

Button 2:
To get into a specific option and go 
through its different fields.

Button 3:
To consult that option or modify the 
data of that option.

Button 4:
To get out of the programming

Checking and resetting faults:

1.- Press button 1 until  you get to option 
27

2.- Press button 2 to see all the fields of 
option 27

3.- On each field press button 3

4.- In case another number different than 
0 appears on the display of the coin 
changer, it will be necessary to press 
button 2 to reset  the faults

5.- To get back into the field that  you 
were in before  press button 3, press 
button 1 and continue with the check-
ing

2.- 83 � ', )'/�8, )�
3 48-3 2

3.- 83 � 1 3 ( -*=
8, )�3 48-3 2

%'')77�
83 � 8, )�
463 + 6%1 1 -2 + �
3 48-3 2 7

4.- 83 � + )8
3 9 8�3 *�
463 + 6%1 1 -2 +
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Recommended cleaning:

'ERMWXIVW�SYXTYX�Q M\IVW�GSPPIGXMSR�XVE]�ERH�
WTMPPIH�PMUYMHW�XVE]�ERH�HITSWMX�MXW�VIGSQ Q IRHIH�
XS�GPIER�XLIQ � IZIV]HE]�[ MXL�E�[ IX�GPSXL�RSX�
YWMRK�ER]�HIXIVKIRX�

8LI�VIWX�SJ�XLI�Q EGLMRI�MW�VIGSQ Q IRHIH�XS�GPIER�
MX�SRGI�E�[ IIO�YWMRK�E�Q MPH�GPIERMRK�TVSHYGX�

1 EMRXEMR�EP[ E]W�XLI�WXIEQ � SYXTYX�ERH�XLI�
ZIRXMPEXMSR�KVMH�JVII�JVSQ � ER]�SFWXEGPI�
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Turn off the machine before for cleaning.

Clean daily or very frequently with an 
slightly wet cloth:

- Product canisters chutes
- Product collection trays
- Product wipers (disassemble them from 
its position to do the cleaning more easy)
- Cups and stirrers chutes

Make sure all these components are 
completely dray before turning on the 
machine.

Clean the rest of the machine weekly 
using a non abrasive detergent diluted on 
water.

Always review the steam output and 
the ventilation grid at the machine back 
P DNLQJ�VXUH�WKHUH�LVQ·W�DQ\ � HOHP HQW�
obstructing these.

Fort he cleaning of machine parts in 
contact with food it is required the 
use of chlorinated products based in 
linear alkybenzene sulfonate (LAS) 
and Branched Chain Sulfonate (ABS). 
Several cleaning products contains this 
composition, check its label to make sure 
it accomplish this specification.

Do not clean the machine with a water jet.

On general taking care of our machines 
and maintain them clean enlarges its 
working life and obtains higher fidelity 
from the customers.
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WARNING!
Read the following instructions carefully before installing the unit:

opening and removing the packaging.

of the machine.

laws and regulations and can be recycled.

of the ventilation grilles.

colour.

P D[ LP XP � LQFOLQDWLRQ�RI�a�?

sensitive or mental capabilities or with the lack of experience or knowledge, if the proper supervision 
or instructions regarding the proper use of the machine has been provided and understand the 

by the user must not be done by unsupervised children.

experience in the machine, particularly with regard to health and safety.

with the self-feeding kits.

country:

Argentina, Jofemar code 5500014.
Australia, Jofemar code 5500006.

Spain (STANDARD), Jofemar code 5500000.
UK, Jofemar code 5500011.

USA, Jofemar code 5500010.
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Tel. +34 948 75 12 12
Fax +34 948 75 04 20

Ctra, Marcilla, Km.2. 31350 PERALTA, Navarra SPAIN www.Jofemar.com

Programming resume

 Scroll among the program-
ming options.

 Enter the option, edit its value or 
enter its sub-menu. 

 Exit the menu or sub-menu, 
cancel the editing of an option.

 /  Numeric inserting of data.

 
(004) SALES PER PRODUCT 

(015) TUBE RELOADING 

(050) MACHINE ID NUMBER 

(026) CUSTOM MENU add OPTION S  

(023) PASSWORDS THE OPTIONS 

 

(001) 

(009) RETURN OPTION PROGRAMMING 

(021) MAXIMUM CHANGE

 

(210) OPTIONS OF MAINTENANCE

(212) CUPS SUGAR SPOON OPTIONS

(065) MANUAL TEST COFEE MACH

(209) COIN CHANGE OPTIONS

(043) CLOCK MODE 12/24 HOURS 

(008) NUMBER OF DECIMAL PLACES 

(042) LCD  Display contrast
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