Installation and
maintenance guide

Coffeemar
546G

Contents:

Characteristics and machine Layout
Installation review

Programming mode

Function of the buttons on programming mode
Water input

Machine start up

Product Loading

Programming options

Changing settings for products and prices
Faults checking

Washing the water circuit

Draining the water circuit

Coin mech start and review
Recommended minimum cleaning

; Read the safety instructions at page 19 of this manual be-
fore starting working on the machine.

Tel. +34 948 75 12 12

(ERRRRRRRRENRNL
Ctra, Marcilla, Km.2. 31350 PERALTA, Navarra SPAIN www.Jofemar.com
Page 1 of 20

MNP137MO1ENV0O3R03



Characteristics and layout of the machine:

6 [l Hv: + LJK x Wide x Deep
[ PP ul ul u

- HJK\: 140 Kg. - 308 Ib

( GIRE:
BRZHUXSSD 9$& RI$&
OHUN \WHIURX

EHIRUHWATIQ) ROKHP DRKICH

& RIS FFHS\BQFH

&RIO0 HK- Z W UHXOGMWEHV

for five different coin values and fraud
SURR VHRXUW P HDVXUH

VSURSHU

& DSDHW

Coffee beans 3570 gr.. - 7.854 |b

3RZ GHHXO 1M 2450 gr..-5.39 |b

& KRFROW 2000 gr..-4.41b

6 XJDU 3400 gr.. - 7.48 Ib

Instant coffee 720 gr. - 1.548 Ib

7 HDDOGKHUEDC 1500 gr.-2.2 b

" UONv

&XSVDQEBWIHY 500

SUHWXWHGERIBU 370 ml. - 0.6 pt
2
3
4
8

SRR KRR X KX

SWRQDO  Bill validator entry
2.- Graphic Display
3.- &ROQVHQNY

RRE&AN

2 SWRQX & DBV, H VUHDEHBIQU

6.- 6 HBIRIRODOGUH XOGEXWROV
7.- Product collection output
8.- Refund output

Options:

DUGUHDGHU
HOP WY P RGHP
DWMYRI\WMCHU
- Flavour filter
DWMYHO IHHAQ) NRVCHR\Z R
WH\BQ\V
- Satellite vending unit

7 KHP DFKICHVHXS IVP DGHWRFRUHA®
Z RUNIOGRRY/IODODP ELHOW
\MP SHUDWUHEHE HHO| & \R| &

)\ 9

X DODIRKN XXDE

GIPUEDE3] RXASXW
2.- Back component access screws
3.- Steam output

DMULEXW
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Interior of the machine

11
13

1.- Main Power switch

2.- Coffee beans canisters

3.- Instant products canisters

4.- Cups columns

5.- Coin mechanism compartment
6.- Coffee beans dose unit

7.- Coffee beans brewing unit

Ol w N

(@)

8.4 Instant products mixer
XJ DEDQMMSWHEDFN
10.- Coffee beans Brewer
11.- Product collection tray
12.- Coin box
13.- Wastes bag position
14.- Spilled liquids deposit
15.- Optional water deposits space
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Installation steeps

SOPOORIEKN DRI XX B DDXR:

1.- Near the final location unpack the
machine, carefully remove it from the
pallet, due the machine weigh and
height is recommended to perform
this operation between two persons.

2.- Level the machine, using the front
adjustable paws we will be able
to leave the machine levelled and
without the wheels touching the floor
so it can not be moved pushing.

3.- Connect the machine to the water
mains or install the self feeding kit.

4.- Fill cups and stirrers.

5.- Push the machine to its final position
and check is levelled, plug the
machine to the electric main.

6.- Place the wastes bag and make sure the
wasted water deposit is on place, the
wasted water pipe enters the deposit and
the level float hang inside it.

7- Turn on the machine so the water
circuit starts filling up.

8.- Fill the products canisters.

9.- Place the product labels on the
buttons.

10.- Program the prices
11.- Insert change in the coin mechanism.

12.- If necessary change product labels
and doses adjustments.

13.- Wash the water circuit before leaving
the machine working.

resume.

XXX XXX KX XXX (EKX
XX DK XX DRI (XXX (XXX
XX DX KRN KO XX

BRI HEX

X KX M DK

X KX X XD X
- SROEIROIN (X XD

DOCIRPOMERN (XD

MRXX  BKNHKN B TR KIX - K

XX DRI DRI XXX KKK REX X XK
XX XX RO XXX | XX DG

BN XK (XD

"W,

X DRIX (X DDA (X5

XN DRI RMXINE

XX (XIRKIXXIXN T

DOXPERDIK

XX (XIHERXIX] (IR (XIX
XOOGHDE] (MR KK X
XPMIXINK B4 (R X XX
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Programming mode:

Elements of the programming system:
Detall of the

programming
button on the
interior of the
door

1.- Programming button
Press this button to get into the
programming mode.

2.- Display
This element allows you to visualise
the programming option that the
machine is in and its status

3.- Front buttons, once on programming
mode using these buttons we will
move among the options and we will
use them to edit the settings.

In the programming mode, the display
will display the different options

Button functions on programming mode:

F i' M Scroll among the

programming options.

@ Enter the option, edit its

.l'—
1 2 3 t value or enter its sub-menu.
: q Exit the menu or sub-

menu, cancel the editing of
an option.

ﬂ/ @ Numeric inserting of

data.

O
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Connecting the machine to the water mains:

Perform this operation with the machine off.

At the back of the machine we will

find the water entry connection, this
FRQQHAWRQKDV DP HDVXUHRI pJDV
female, so on the water main we will need
the correct male of this same measure.

Water mains specifications:
- Make sure the water is drinkable

- Pressure: 0,05 - 1 Mpa, on case the
pressure is lower it will be needed to
install a support bomb, if the pressure is
higher a pressure reducer will be needed.

- Minimal internal diameter of the water
tube: 6 mm

- There are available filters for lime and
odour, these filters improve the water
quality and therefore the coffee, also
increasing the machine working life as
they avoid impurities on the water circuit.

Water inlet at the back of the machine.

Once the connection is properly made it DO R
will be necessary to open it so the water

enters the machine. X XDIIX (RO XX (XK XX
X XXX XN XD
X XXX -
XXXKDOTHKK (KX MK 9 HE
X DDIIX X XTR
X DXRX XKD X
KX X XD X XX
Minimum internal
diameter on the 6 mm
water main tube

Page 6 of 20



If there i1s not an available water main,
assembling the self feeding water tank

Perform this operation with the machine off..

To access the pump unit position unscrew
the back cover plate, or access by the
front removing all components till you
have access to the water pump position.

Place the water pump unit, remove the
entrance and back cover cups of the
pump if necessary, place it the grooves.

Disconnect the electro-valve connectors
and connect them on the free terminals of
the water pump.

Remove the water tube from the machine
electro-valve and connect it on the output
of the water pump.

Place the water deposit on the machine
base, pass the water tube from the base to
the pump area and connect it to the pump
water entry.

Fill the water deposit.

ater
output

Position to place
the water pump
unit

Further details of the self feeding kit are included
on the very same kit

Space to pass the
tube from the water
deposit to the water

pump.

Grooves to place
the water pump

Electrical connectors
of the machine

unit. electro-valve, to be
disconnected and

connected on the pump

grooves and with

Pump unit
placed on the

the electrical
terminals
connected.

tube to the pump

Connect the

water output.

machine base the
water deposits,

Place on the

carry the tube

from the water

deposit to the
pump area.
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Fill cups and stirrers__

XX DI (X (XX X (XKD
DI BN (BRI BRIXIX XIX]
XX HX MXMKX DXEX X
OO DRIK (XX K] - DERDERCRE
BRX DXEKN X

Perform this operation with the machine
off..

Insert the cups on the door roulette by the
top.

Remove the weight from the stirrers
column, place the stirrers and place back
the weight on top of them.

The machine can be adapted to several
cups and stirrers sizes, check with your
Jofemar provider on case you have
doubts about one indicating the length of
the cup and its diameter just beneath the
top ring.

e XOROCEDINIED [ NS
RO [ S (KO |
XOTOGEN BH DO
HERR X X KEIEN BE
R O

Check the position of the wasted liquids deposit

On the machine base we will verify the
wasted liquids deposit its on place and the
pipe for wasted water enter the deposit.

Wasted liquids deposit,
the wasted water pipe
and the level detection

We will also check the level detection float float must be inside it.

is inside the deposit and if we hold it in our
hand the micro switch is activated.

Turn on the machine

On/off switch
XXX

So the water circuit start to get fill turn on
the machine using the on/off switch, this
way the water will start filling the boiler and
will start heating the machine.
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Fill product canisters

The canister are filled dropping the
products by its top. Each canister is
labelled with the correct product to
dispense depending on how the machine
has been set.

Coffee beans canister has a moving led,
we will need to release it so the beans
can fall to the brewing unit.

Sugar canister is placed behind the cups/
stirrers unit

Place the waste bag

At the machine base we will find a funnel
with a metal ring.

Moving it up we will be able to extract it
from its position.

Pressing the ring sides we will be able to
remove it from the funnel.

Once out we will place the wastes bag
opening inside the ring

Then we will insert the funnel inside the
opening of the wastes bag and the ring
on its original position.

Place back the funnel on the machine
now with the wastes bag hanging.

Place the products labels

Access the internal part of the buttons
using the latch of its cover.

Insert the labels by the top part of each
button.

If there is any doubt we are placing the
correct label press the button on vend
mode and the machine will inform you of
the product linked to it.

| XXX

XD DIDKIXIXN
XPRNXMRN DD X
MR DINIDIIX DOIXIERKE

X DO DMK DIIX (XD
BXIX XX (3K DAXIXIHIIDEK
B BODINIMRDN D) XDDIRRE

XA XIXIDKI
BKIXIXNDX MO X €
] CERRDADRIXX) ARG

X ORI XXX

X Dok e XIX
TR DG
JX XK
O
XXX MR
MKX XXX

DI (K
A MR [x
DX XIXHEKIXID
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Programming map:

(016)TUBE DISCHARGING

MAIN MENU: |
| (207) CUSTOM MENU ‘-HEE-} Options to be chosen by the user
(003) MONEY ACCOUNTING
(004) SALES PER PRODUCT
ﬂ (201)OPERATOR (018) SALES BY MACHINE
MENU 4 @'@" (015) TUBE RELOADING
'

& [

| 4= | (w7

AATAATATAA

[ | [y 4w [ ]

- (= |

(050) MACHINE ID NUMBER
(049) PRODUCT CODES

(202)TECHNICIAN
MENU

Ao

(024) EVENT LOG REVIEW
(026) CUSTOM MENU add OPTION S
(022) PASSWORD MAINTENANCE
(023) PASSWORDS THE OPTIONS
(079 ) USB

(202)VENDING
MENU

“ACH»

(006) TYPE OF SALE

(001) MONEY SALES PRICES
(002) PRICES SALES WITH CARD
(009) RETURN OPTION
PROGRAMMING

(020) MAXIMUM ACCEPTANCE
(021) MAXIMUM CHANGE

(203)MACHINE

ACP

(210) OPTIONS OF MAINTENANCE
(211) COFFEE MACHINE CONFIGURATION
(212) CUPS SUGAR SPOON OPTIONS

MENU (064) BUTTON/CHANNEL LINKING
(065) MANUAL TEST COFEE MACH
(204)PERIPHERALS | (209) COIN CHANGE OPTIONS
MENU 4‘@:@{" (216) BILL READER MENU
(007) DATE AND TIME SET
(043) CLOCK MODE 12/24 HOURS
. (010) BEEP PROGRAMMING
:VZISSLSEWINGS {-@-b-} (008) NUMBER OF DECIMAL PLACES
(012) CURRENCY PROGRAMMING
(042) LCD Display contrast
(027) LANGUAGE CONFIGURATION
(206) COMMUNICATIONS T .
MENU M:@_} (213) MODEM OPTIONS MENU
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Language selection: (Spanish by default)

Scroll through the programming options until you
6 FURGMURXJ K WHRSWRQV XQMJ $1* 8$* ( él(
&21),*85%$7,2 1 uDQGSUHW A .

|l| English

Scroll the languages until reaching the
correct one and press A to confirm.

7TKHQDP HRI WHSWRGXFW Z RQBH
changed, to change these names you
will need to inject a doses file set on the
correct language or edit the name of the
product. (Machine Menu=>Cups Sugar
Spoon and product name)

Set the clock:

Scroll through the programming options
until you reach SETTINGS MENUp and
pressf\l

Scroll through the options until DATE AND
TIME SETHand press A

Using buttons 1¢ we will change among
changing the date or changing the hour.

Pressing A we will change to edit mode
for date or hour.

With buttons == we will move among the
digits .

With buttons 11* we will edit the selected
digit.

Once the date or the hour is correct
pressing A the data will be recorded.
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Pricing the selections:

Scroll through the programming options
XOB(1".1* 0(18" HOMIOGVHBFW
335.&(6)25 9(1" : .7+ 021( and
press@

6 FURTRIURXJ K \WHRSWRQVXQIEB 5, &.( 6
02',),&$7,21 DQGSUHW A

At this point we will be asked to enter a
price, well do that using the key pad as
numeric, when we have the desired price
press A,

SWIYSRIQRHP DFKICHZ HIDVINXVR
3386+ 6(/(&7,216" ZHZIBHWDO
the buttons which needs to vend under
the price entered before.

Once we have pressed all the buttons
with the same price press @ to record it.

At this moment the display will ask us to
introduce a new price, we can follow the
same process to establish a new price
for certain selectjions or we can exit the

option pressing G

TYPE OF SALE

PRICES REVIEW

Review and reset faults on the machine;

Whenever the machine door is opened
if the machine has any type of error on
a component it will be shown on display
and the red led will blink.

At this moment we can proceed to erase
it entering programming mode
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Washing the water circuit

Press the programming button on the
machine door back.

Press the cups extraction button on cups
roulette base.

On this moment the pump will start
working and water will flow by all the
machines electro-vales cleaning this way
all the water circuit.

Its recommended to perform this

operation at least 5 times the first time the SRR K i mm
machine is placed SN DR OO B | NN DR KRR [
cleaning press first XXRKIN (K O (IO [
DIKIRK XIXIRKIX XXX DK DR MR (X XD
DXOERRIXIDER] ) (XDXIDERI

Draining the water circuit

The machine comes out of factory with

its water circuit empty, if the machine is
transported or stored is convenient to drain the
water circuit to avoid water inside the machine
getting frozen.

The water circuit will be drain in two
points:

AirBreak, just releasing the metal clip from
the tube which is on its base the water will
go to the spilled liquids deposit.

Boiler, unscrew the lower join from the
tube which comes from the boiler lower
part. Its recommended to place some
deposit for the water of the boiler. To
finish the drain it will be necessary to

enter into programming: XXEHIN KIXEKI XXX KKK (R
_ i o (X OO R XX X MR X XM RO
Scroll through the programming options until o rmERRR: MY KR TR IR
30%&+.1( 0(18 and pressa SKOBCORIN XK X X (IR
XKD [ B DI (KD
6 FURTBIURX] K \WWHRSWRQVXQED $1 8 $/ PRX X

7(67 &2)) (( 0$&+,1(  DQCSUM A

A list of all machine elements will appear,
ROWHOSDFHL3: DMERGIEDIC)

press A.
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Change the product linked to a button:

Scroll through the programming options
XOMD $&+.1( 0 ( 18 uHOMIDOGVHBFW
%877216 &+$11(/ /,1.,1* and
pressf‘l

Scroll through the options until
‘02" ).&%$7.21 2) &21).*85%7.21
and press A

At this point we will be asked to press
a selection, we will press the button to
which we want to assign a new product

The display will show the selection
statistical number, the channels with

that very same product and the name

of the product, beneath this information
the display will show the list of available
products, using 1% we can select a new
product to be link to that button, pressing
A the product will be recorded.

After every product is linked we will be
ask to press another selection to change
its product linked.

To exit this option press again A

REVIEW CONFIGURATION
NEW CONFIGURATION
NEW PRODUCT

Black Coffee
Capuccino

Coffee with cream
Cafe late
Capuccino

Espresso
Black Coffee

Capuccino

Cafe late
Capuccino

Product NO is the statistical number of that
product
P is the buttons linked to that selection
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Modify a product dosage

Scroll through the programming options
XQNRX UHDFK "0 $&+,1( 0 (18uDQG
pressW

Scroll through the options until
6(/(&7,21 ' 26( $' -8670(17pnd
press

The list of available products will be shown on
display, using ¥ 14 we can scroll among them,
pressing A we will enter to modify the selected
product dosage.

The first menu will give us opportunity to enter
to modify the dosage of the different elements
composing the product (the different instant
powders or espresso coffee), test the product,
exit without saving changes or exit saving the
changes, using 14 we can move among the
options and pressing A we select the option, to
enter the product dosage select the element to
be modified.

The doses changes menu will give us the
following options to be modified:

- Adjust water dosage

- Adjust instant product dosage (this is
not shown on espresso coffee)

With ﬂM we will select the element to
modify and pressing A we will be able to
enter it.

The modifying menu will sow us the
number of programmed pulses for the
water (pulses given by the volumetric
counter) or the turns programmed for the
product canister spring.

Using 1% we will be able to modify them,
when we have set the desired data we
press W, this will return us to the previous
screen, and test the product or go back
to select another device.

When we have made all the changes
VHBIFW ; .7 6$9,1* &+3$1*(6H

OPTIONS OF MAINTENANCE

CAFE CORTO

CAFE LARGO

CAFE CORTADO
DESCAFE CON LECHE

CHOCOLATE
DECAFFF
MILK

PRODUCT TEST
EXIT WITHOUT SAVING
SAVE AND EXIT

ADJUST SOLUBLE DOSAGE
él TEST DOSE
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Load of the coin changer:

First load of the coin changer J-2000:

If the tubes of the coin changer are totally
empty, do the first initial load:

Press once button 1 of the coin changer
to get to option 25 and insert coins in this
order(*)

Three coins for tube 2
Three coins for tube 3
Three coins for tube 4
Three coins for tube 1
Three coins for tube 5

Important notes:

- Every time you introduce three coins
for one tube, the slide will move: Wait
until it stops and then proceed with the
next tube.

- The coin changer will get out of
programming mode after the last coin
is inserted. If this happens without
completing the first initial reload, go
back to option 25 and finish the reload.

2 QFH\ RX-YHGRCHWHILWAADG\ RX P D\
reload the tubes in any order.

After reloads through the machine
(recommended):

6 FURGR RSVIRQ™ LRI WHP DFKICH
SRIWP P 1Q) "5HBDGRI &KDQIH7XEHL
and insert coins in any order

Pressing buttons 1 to 5 will show you the
value of the coin and how many coins
there are in that tube.

(*) The combination of change of the coin changer
and order of the first load you may consulted in the
manual of the coin changer J-2000.

£
e

Insert three coins in the
correct order to each tube
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Checking and resetting faults on the coin mechanism

Functioning of the coin changer
programming:

Button 1:
To go into programming mode and
scroll through the options

Button 2:
To get into a specific option and go
through its different fields.

Button 3:
To consult that option or modify the
data of that option.

Button 4:
To get out of the programming

Checking and resetting faults:

1.- Press button 1 until you get to option

27

2.- Press button 2 to see all the fields of
option 27

3.- On each field press button 3

4 .- In case another number different than

0 appears on the display of the coin
changer, it will be necessary to press
button 2 to reset the faults

5.- To get back into the field that you
were in before press button 3, press

button 1 and continue with the check-

ing

X XK X

2.-BX ENMEN K -

000
X XX
XXAXXXIXX X X
XXX

4.-N XKD
XX Kb
XXX XK B D X

1
[©]
4
[©]
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Recommended cleaning:

Turn off the machine before for cleaning.

Clean daily or very frequently with an
slightly wet cloth:

- Product canisters chutes

- Product collection trays

- Product wipers (disassemble them from
its position to do the cleaning more easy)
- Cups and stirrers chutes

Make sure all these components are
completely dray before turning on the
machine.

Clean the rest of the machine weekly
using a non abrasive detergent diluted on
water.

Always review the steam output and
the ventilation grid at the machine back
P DNQ VXHHWHHLMQI HBP HOA

obstructing these.

Fort he cleaning of machine parts in
contact with food it is required the

use of chlorinated products based in
linear alkybenzene sulfonate (LAS)

and Branched Chain Sulfonate (ABS).
Several cleaning products contains this
composition, check its label to make sure
it accomplish this specification.

Do not clean the machine with a water jet.

On general taking care of our machines
and maintain them clean enlarges its
working life and obtains higher fidelity
from the customers.

XIIXOERADE] DIXIBRANIX X PR DOORRKDOERD R (XX
DRI CRERIIOERIR DO (XXX (XIXIXIIXIDER] (R (DX [X] DX
MR DR DX XXX XK X 0 (XX XK
XX DXN KIRKARIXX

XX DR AN (X DX [ DRXXIX B XY B
TR X XXX KX B X (R (ORDXRRN (XK

DOCUERROMKIN DD DERED DRI XXX XX

) DXORKDOEK DR DX DB DO (XXX DX
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WARNING!

Read the following instructions carefully before installing the unit:

O Take the machine down from the pallet and remove the metal chucks to place it on the floor before
opening and removing the packaging.

¢ When discarding packaging material or an old machine, please consult about recycling.

¢ Before connecting to mains, make sure that the power supply characteristics coincide with those
of the machine.

O The power cable plug should be installed so the machine can be easily disconnected from mains.

O If the power cable is damaged, it should be replaced by the manufacturer or after sales service or
similar qualified personnel to prevent hazards.

¢ Place a rubber protection around the power cable in the slot of the lid of the cable winding recess.

¢ Do not burn or throw away the battery. Batteries should be disposed of in accordance with local
laws and regulations and can be recycled.

¢ Protect the machine against humidity, dust, dirt, etc. You should particularly avoid any obstruction
of the ventilation grilles.

¢ Do not clean the machine with concentrated products as they may attack the paint and alter the
colour.

O Frequent cleaning, can prevent breakdowns and extend the machine’s life.

¢ The machine should be installed in a vertical position, both laterally and back to front, with a

POIPXP IQFEDIRR a ?

¢ The machine can be used by children over 8 years old and by people with reduced physical,
sensitive or mental capabilities or with the lack of experience or knowledge, if the proper supervision
or instructions regarding the proper use of the machine has been provided and understand the
hazards involved. Children must not play with the device. The cleaning and maintenance to be done
by the user must not be done by unsupervised children.

¢ Access to servicing area should only be permitted to persons with a knowledge of and practical
experience in the machine, particularly with regard to health and safety.

¢ Do not reuse pipes or tubes, always use the ones from the machines or the ones which comes
with the self-feeding kits.

¢ As this device can be optionally connected to the water supply network, the accessories used to
do so must fulfil the legal requirements of the country where it is placed.

¢ If you need to replace the power supply cable, please replace it with the appropriate one for your
country:

Argentina, Jofemar code 5500014.
Australia, Jofemar code 5500006.
Spain (STANDARD), Jofemar code 5500000.
UK, Jofemar code 5500011.
Switzerland, Jofemar code 5500004,
USA, Jofemar code 5500010.
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Programming resume

| MAIN MENU:

(207) CUSTOMMENU  Ogptions to be chosen by the user

(003) MONEY ACCOUNTING
(004) SALES PER PRODUCT
(018) SALES BY MACHINE
(015) TUBE RELOADING
(016)TUBE DISCHARGING
(050) MACHINE ID NUMBER
(049) PRODUCT CODES

-

| (201)OPERATOR
- MENU

K.

(024) EVENT LOG REVIEW

(026) CUSTOM MENU add OPTION S
(022) PASSWORD MAINTENANCE
(023) PASSWORDS THE OPTIONS
(079) USB

[ >

| (202)TECHNICIAN
MENU

(K.

(006) TYPE OF SALE
(001) MONEY SALES PRICES —* Page 12 RHW
(202)VENDING (002) PRICES SALES WITH CARD SUFHV\R\WHVHBIRIRQY
MENU (009) RETURN OPTION PROGRAMMING
(020) MAXIMUM ACCEPTANCE

>

X DDHRIIXDIKIX DI (X1 (R
XXX XX (KX RRDRRIXXE
DX (RIK) DX
YOOI (X B D DXIX) XIXIX (021) MAXIMUM CHANGE

[ [m

XHORN K M X
XX DK REIXIXIX

(210) OPTIONS OF MAINTENANCE
(211) COFFEE MACHINE CONFIGURATION ========3p> Paje 15 R&KDQH

" (203)MACHINE

| ¢ | [ |

" MENU (212) CUPS SUGAR SPOON OPTIONS SUIRGXFWUHASHY
| | (064) BUTTON/CHANNEL LINKING—* Page 14 ReKDQH
. | (065) MANUAL TEST COFEE MACH WHS ORI GRDEXO

(204)PERIPHERALS  (209) COIN CHANGE OPTIONS
MENU (216) BILL READER MENU

12

(007) DATE AND TIME SET
(043) CLOCK MODE 12/24 HOURS el Page 11
(010) BEEP PROGRAMMING

(008) NUMBER OF DECIMAL PLACES
(012) CURRENCY PROGRAMMING
r (042) LCD Display contrast

4f§

(205)SETTINGS
| MENU

(=] 4= | =]

[
(O []
| ¢= (=
el »-—

A ] 9 ™ ‘{ | (027) LANGUAGE CONFIGURATION====etedp P 11
Zi 8 ™~ 9 L ﬁgﬁLCOMMU"'CA"ONS (213) MODEM OPTIONS MENU

[ | Frar -

|

i' ‘, Scroll among the program-
ming options.

é; Enter the option, edit its value or
enter its sub-menu.

Exit the menu or sub-menu,
cancel the editing of an option.

ﬂ/ 9 Numeric inserting of data.

- —-,

===

§ o= =z

| ]

| Eoleas
) e
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a0 188 o

1 "
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